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200 Third Avenue  •  Carnegie, PA  15106 

(412) 279-3363  •  Fax: (412) 279-4332 
 
TO: 

Mr. Michael Martello 
Town Administrator 
Construction/Zoning Official 
Town Hall 
402 Kearny Avenue 
Kearny, NJ 07032 

DATE:  February 12 2016 
SUBJECT:  Standard Chlorine 

PROJECT NO: 201601-02 
 
The Following Items Are: 

   Enclosed   Sent Separately via       

NO. OF COPIES DESCRIPTION 
1 Asbestos  Surveys for Buidlings 1 Through 4 

1 Lead Paint Surveys for Buildings 1, 2 and 4 (Lead Paint was not 
identified within Building 3) 

            

            

 
The Above Items Are Submitted: 

 As Requested  For Review and Comment  For Your Approval  For Your Signature 
 

  For Action   For Your Information   Draft Copy   For Your Files   For Your Use 
 

COMMENTS:   
 
Pursuant to your request at the February 10, 2016 meeting with the SCCC Site 
Performing Parties Group. 
 
 
 
 
 
 

 
      By:   Jim Zubrow 

Project Manager 

            

   cc: 
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April 9, 2004 
 
Mr. Jacob Bourdeau 
Key Environmental 
185 Lancaster Street 
Suite 304 
Portland, ME 04103 
 
 
SUBJECT: LEAD BASED PAINT (LBP) ASSESSMENT CONDUCTED 3/22/04 AT 1015-
1035 BELLEVILLE TURNPIKE BUILDING #1, KEARNY, NEW JERSEY  
{Omega Project #:04-1080-1L} 
 
On March 22, 2004  Omega Environmental Services performed a lead based paint (LBP) assessment 
including collection of representative bulk paint samples from the concrete ceiling and stairwell at 
1015-1035 Belleville turnpike, Kearny, New Jersey building #1 which is scheduled to undergo 
demolition.   
  
Applicable Standard: 
 
According to the Department of Health and HUD guidelines, paint which contains 0.5% lead content 
or greater is classified as regulated lead-based paint (LBP). The TCLP of standard of 5 mg/l would 
apply to hazardous waste classification in terms of demolition debris (if not exempt). The total lead 
in soil standard 400ppm applies to exposed soil. 
 
[OSHA lead in construction standard (29CRR1926.26) compliance] 
 
It should be noted that since OSHA does not acknowledge extra pollution of an air sample 
concentration from a bulk paint test result, task-specific lead exposure assessment may still be 
required regardless of bulk paint concentration 
 
Representative Bulk Paint Sampling & Analysis Conducted 3/22/04: 
 
 

Sample ID Sampling Location Result 
(% wt.) 

3-22-KEY-01L 2nd Floor Lunell Room Ceiling Concrete Paint 0.31 
3-22-KEY-02L 2nd Floor Lunell Room Ceiling Concrete Paint 0.18 
3-22-KEY-03L 2nd Floor Lunell Room Ceiling Concrete Paint 0.18 
3-22-KEY-04L 1st Floor Stairs 1.30 
3-22-KEY-05L 1st Floor Stairs 1.30 
3-22-KEY-06L 1st Floor Stairs 1.30 
 
 
Recommended Corrective Action: 
 
The Paint found on metal stair components would be considered lead based paint (LBP). 
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The following preventative measures are recommended to minimize worker lead exposure: 
 

1. Vacuum debris on floors and other surfaces (avoid tracking throughout the building) 
2. Seal doors and other openings to isolate the room 
3. Using manual wet scraping remove loose paint chip 
4. No torching, welding, saw cutting, or burning to be performed on the lead painted surfaces. 
 
 

If you have any questions regarding this report, please contact our office at your convenience. 
 
 
 
Sincerely, 
 
 
 
Geiser Fajardo 
Project Manager 
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March 25, 2004 
 
Mr. Jacob Bourdeau 
Key Environmental 
185 Lancaster Street 
Suite 304 
Portland, ME 04103 
 
 
SUBJECT: LEAD BASED PAINT (LBP) ASSESSMENT CONDUCTED 3/18/04 AT 1015-
1035 BELLEVILLE TURNPIKE BUILDING #2, KEARNY, NEW JERSEY 
{Omega Project #:04-1080-2L} 
 
On March 18, 2004  Omega Environmental Services performed a lead based paint (LBP) assessment 
including collection of representative bulk paint samples from the finish, structural and stairwell 
surfaces at 1015-1035 Belleville turnpike, Kearny, New Jersey Building #2 which is scheduled to 
undergo demolition.   
  
Applicable Standard: 
 
According to the Department of Health and HUD guidelines, paint which contains 0.5% lead content 
or greater is classified as regulated lead-based paint (LBP) the TCLP lead waste classification 
standard of 5 mg/l would apply to hazardous waste classification. The total lead in soil standard 
400ppm applies to exposed soil. 
 
[OSHA lead in construction standard (29CRR1926.26) compliance] 
 
It should be noted that since OSHA does not acknowledge extra pollution of an air sample 
concentration from a bulk paint test result, task-specific lead exposure assessment may still be 
required regardless of bulk paint concentration. 
 
Representative Bulk Paint Sampling & Analysis Conducted 3/18/04: 
 
 

Sample ID Sampling Location Result 
(% wt.) 

3-18-KEY-01L Locker Room 0.08 
3-18-KEY-02L Locker Room 0.19 
3-18-KEY-03L Locker Room 0.21 
3-18-KEY-04L I Beams Throughout 4.20 
3-18-KEY-05L I Beams Throughout 2.80 
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3-18-KEY-06L I Beams Throughout 4.20 
3-18-KEY-07L Stairs Metal 9.30 
3-18-KEY-08L Stairs Metal 10.00 
3-18-KEY-09L Stairs Metal 11.00 
3-18-KEY-10L 2nd Floor Wood Deck 0.33 
3-18-KEY-11L 2nd Floor Wood Deck 0.26 
3-18-KEY-12L 2nd Floor Wood Deck 0.31 
 
Recommended Corrective Action: 
 
The Paint found on I-beams throughout, and metal stairs, would be classified as lead based paint 
(LBP). 
 
The following preventative measures are recommended to minimize worker lead exposure: 
 

1. Vacuum debris on floors and other surfaces (avoid tracking throughout the building) 
2. Seal doors and other openings to isolate the room 
3. Using manual wet scraping remove loose paint chip 
4. No torching, welding, saw cutting, or burning to be performed on the lead painted surfaces. 
 
 

If you have any questions regarding this report, please contact our office at your convenience. 
 
 
 
 
Sincerely, 
 
 
 
Geiser Fajardo 
Project Manager 
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March 25, 2004 
 
Mr. Jacob Bourdeau 
Key Environmental 
185 Lancaster Street 
Suite 304 
Portland, ME 04103 
 
 
SUBJECT: LEAD BASED PAINT (LBP) ASSESSMENT CONDUCTED 3/22/04 AT 1015-
1035 BELLEVILLE TURNPIKE BUILDING #4, KEARNY, NEW JERSEY  
{Omega Project #:04-1080-4L} 
 
On March 22, 2004  Omega Environmental Services performed a lead based paint (LBP) assessment 
including collection of representative bulk paint samples from structural and wall surfaces at 1015-
1035 Belleville Turnpike, Kearny, New Jersey Building #4 which is scheduled to undergo 
demolition.   
  
Applicable Standard: 
 
According to the Department of Health and HUD guidelines, paint which contains 0.5% lead content 
or greater is classified as regulated lead-based paint (LBP). The TCLP of standard of 5 mg/l would 
apply to hazardous waste classification in terms of demolition debris (if not exempt). The total lead 
in soil standard 400ppm applies to exposed soil. 
 
[OSHA lead in construction standard (29CRR1926.26) compliance] 
 
It should be noted that since OSHA does not acknowledge extra pollution of an air sample 
concentration from a bulk paint test result, task-specific lead exposure assessment may still be 
required regardless of bulk paint concentration. 
 
Representative Bulk Paint Sampling & Analysis Conducted 3/22/04: 
 
 

Sample ID Sampling Location Result 
(% wt.) 

3-22-KEY-01L Interior Columns, Primer Paint 0.38 
3-22-KEY-02L Interior Columns, Primer Paint 0.92 
3-22-KEY-03L Interior Columns, Primer Paint 1.40 
3-22-KEY-04L Interior Brick Wall , Wall Paint 9.80 
3-22-KEY-05L Interior Brick Wall , Wall Paint 6.30 
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3-22-KEY-06L Interior Brick Wall , Wall Paint 8.50 
 
 
 
Recommended Corrective Action: 
 
The Paint tested from interioir columns and interior brick walls would be classified as lead based 
paint (LBP).  
 
The following preventative measures are recommended to minimize worker lead exposure: 
 

1. Vacuum debris on floors and other surfaces (avoid tracking throughout the building) 
2. Seal doors and other openings to isolate the room 
3. Using manual wet scraping remove loose paint chip 
4. No torching, welding, saw cutting, or burning to be performed on the lead painted surfaces. 
 
 

If you have any questions regarding this report, please contact our office at your convenience. 
 
 

 
Sincerely, 
 
 
 
Geiser Fajardo 
Project Manager 
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